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TMS & Exchange 2007
On the Exchange 2007 open the Exchange Management Console.

Expand Organization Configuration – Hub Transport.
Select Send Connectors and then create a new Send Connector (In the example below tendringsms.com). The connector needs to be SMTP
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Under the Network tab – Select route mail through the following smart host and enter the IP address of the TMS Server. Click ok
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On the TMS server go to Control Panel > TMS Server Configuration and click on the TMS Server Tab.

In the “Sending SMTP Domain” box type the name of the email domain you just created.  Then click the save configuration button.  

[image: image3.png]THS Server Configurat

() Sevee Marssonen | ) Uieesg 50 115 Sene
i Setings

Sewvice Name %GSMSelectiont
Data Souce [ODBCDSN=SMSDE
Foll Peiiod (Secs) 3

Embedded User Start Delimeter |< " [ Chesk fist word

for Shot name

Enbedded User EndDeineter |y
Revd Msg Sender Check [Mins] "57

Sending SMTP Doman e —
Sice Lk forcuboundSS [1600 et
Single Recipient Quota (30min] ’3['7

Evcesded Oucta Conmand et send USERNANE "The 30

¥ Send System Respanse Messages
% Enable Delivery Notfications

¥ Enable user emaing via SMS

1P Confiuraton
Rl Station Addres Lis
WebSeni Page
Custoner Name

Account Name

Account Password
Defeut Retum Number
Proy Server

Frowy Bypass
Dowrload Poll Rate (Mins)

9 | £ e s | ey | 5] | © s

CRERED
/SMSIP/SMSIPGatenap.asp
=

=

aa77STET0%

—

(1P Commurication s down use GSM modem
1o send outstanding SMS messages after

[t

¥ Encrypt deta over IP
¥ Mo GSM Modem Attached

(rins)
O=disabled

e





Click the Email Gateway Tab > Then in the “SMTP Domain Name” box type the name of the domain (Address Space) you just created and click save Configuration.  You may now close the “TMS Server Configuration” Window
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Next open IIS on the TMS Server, you may have to add this component from add/remove programs in control panel.  If so then you must add the SMTP component.  (with NT server you must have installed the Option pack for Windows NT with IIS4)  
On the TMS Server – Open Computer management and expand IIS – expand Default SMTP Virtual Server. Rename the default domain to the domain you created earlier
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Right Click on Domains > New > Domain 
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Click Remote then click Next.  

In the next screen type your normal mail domain.  For instance, processflows.co.uk, then click finish.  
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Highlight the new remote domain and select properties. The select the forward all mail smart host. Enter the IP address of the exchange server.  .  (If using Windows Server 2003, the IP Address must be surrounded by square brackets) Then click OK.  
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Highlight Default SMTP Virtual Server and right click and select properties.

Select Delivery – Advanced 
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In the smart Host enter Enter the IP address of the exchange server.  .  (If using Windows Server 2003, the IP Address must be surrounded by square brackets) Then click OK.  
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Your integration is now complete
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